
RIGGING TIPS
MOVING A MACHINE

WHY CHOOSE SCHOLD
A trusted name since 1949, Schold has made breakthroughs and 

improvements, but one thing has held true—we have continually 

remained a client-centric solutions provider. While we offer a 

variety of standardized machinery models, we will also work with 

you to design, fabricate and install entirely customized solutions 

based on your application needs. Beyond installation, it is our 

commitment to provide unparalleled customer service. You can 

count on Schold for more than just reliable equipment, you can 

count on us to be a trusted partner to your business.
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Extreme care should be taken when moving heavy 
equipment. Utilizing experienced riggers and following these 
suggested guidelines is recommended:

PRE-ASSESSMENT: 
Check the width and height of doorways you will move through, as well as 
changes in elevation or ramps along your path. If the machine fits through 
the whole path as is, proceed with Strategy 1. If not, proceed with Strategy 
2.

Strategy 1: Move intact
If your machine can fit through all doorways and paths, and you have a 
properly sized forklift, it can be moved intact. 
1) Lower the machine head completely.
2) Lock out and tag out the machine. Label and disconnect all electric and 
pneumatic lines from utility sources.
3) If the control panel is remotely mounted, disconnect the line from the 
motor to the control panel.
4) Position the forks of your forklift on either side of the machine, so that 
the piston side of the machine is closest to the forklift, and lift your forks to 
just below the bottom face of the motor. 
5) Place sturdy braces across the forks in two locations: under the head 
closest to the shaft side and under the motor mount bolts on the motor side 
of the head (see Image 1). 
6) Slowly lift the forks until the blocks both contact the head of the 
machine. Use come-alongs to secure the forks to the head of the machine. 
7) Slowly lift the forks until the base of the mixer is several inches above the 
ground, and proceed slowly towards the new mixer location. 

Strategy 2: Remove Head; Move Base and Head Separately
1) Follow steps 1-3 above to lift the mixer a few inches above the floor. 
2) While the machine is lifted, slide a sufficiently sized roller platform 
beneath the base of the machine. This roller platform will allow you to push 
the base to the new mixer location. 
3) Lower the machine onto the roller platform until the forks are no longer 
supporting the full weight of the machine. Loosen the 8 to 10 bolts securing 
the piston to the head of the machine.
4) Loosen the 2 bolts holding the torque tube bracket onto the piston 
housing and slide the torque tube bracket down the torque tube until just 
above the machine height safety switch. As the head is lifted off the base, 
you will be able to slide this bracket entirely off the torque tube.
5) Lift the forks to lift the head off the base. Roll the base to the new mixer 
location, and bring the head to that location as well.
6) Position the mixer base in the desired location, then level and anchor it 
using 1/2” concrete anchors. 
7) Position the head over the base and slide the torque tube bracket back 
up the torque tube. Secure the torque tube bracket bolts and the piston 
bolts (torqued to 100 ft/lbs). 
8) Reconnect all electric and pneumatic lines. When power and air are 
restored, follow recommended start up instructions.

Image 1 - Proper lifting technique for moving

Image 2 - Lifting the head off the base


